
Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code

Product name

Carton code

EAN code

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) excl. packaging

Colour 

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.)

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm)

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

Sealing bar configuration

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt)

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

450 W

Roller set for support (SR 321)

580 x 265 x 300 mm

470 x 200 x 250 mm

± 12 kg

± 10 kg

max. width 320 mm

320 mm

Normen:

Accessory set (AS 321 MG)

2006/95/EC

2004/108/EC

EN-ISO 12100

EN-IEC 60204-1

Accessories:

Manual, Power Cord

IP20

EN 1037+A1

Accessories Support (SP 321)

Working Table (OTST 321)

Rolloflux (RL 321)

Wall socket fused 16 Amp. Max.

Earthed

Elektrical specifications:

230 V +/- 10%

50/60 Hz

1 Phase

n.a.

single sealbar at bottom side

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

3 mm

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

unlimited

n.a.

Seal specifications:

Impuls sealing system

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

min. 2x20 / max. 2x150 micron

max. 8 cycles/minute

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

on working table

Do not use in explosive environment

Operation:

manually operated

less educated

secundary educated

none

Operational specifications:

General:

RAL 7035

AUDION ELEKTRO

Product Specifications

MAGNETA - 321 MG

Codes:

SEALMASTER MAGNETA 321 230 V

321 MG-2

8718444492856



Code: PRS MG serie

Revisie: rev. 07

Datum: 12-2-2016

Auteur: C. Stoffers

Opmerkingen:

Article code 421 MG-2 421 MGT-2 421 MGI-2 421 MGS-2 421 MGST-2 421 MGISDS-2

SEALMASTER SEALMASTER SEALMASTER SEALMASTER SEALMASTER SEALMASTER 

MAGNETA 421 230 V MAGNETA 421-TWIN 230 V MAGNETA 421-IND 230 V MAGNETA 421 RVS 230 V MAGNETA 421-TW RVS 230V MAGNETA 421-IND-DS RVS 230V

Carton code

EAN code 8718444490982 8718444491149 8718444493204 8718444491101 8718444491125

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) ± 15 kg ± 17 kg ± 19 kg ± 15 kg ± 17 kg ± 19 kg excl. packaging

Colour RAL 7035 RAL 7035 RAL 7035 stainless steel stainless steel stainless steel

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.) max. 8 cycles/minute max. 8 cycles/minute max. 10 cycles/minute max. 8 cycles/minute max. 8 cycles/minute max. 10 cycles/minute

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm) 3 mm 3 mm 5 mm 3 mm 3 mm 5 mm

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

single sealbar double sealbar single sealbar single sealbar double sealbar double sealbar

at bottom side at bottom side at bottom side at bottom side at bottom side one in the arm / one at bottom side

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt) 600 W 750 W 800 W 600 W 750 W 1200 W

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

Accessory set (AS 421 MG)

MAGNETA - 421 MG

Product Specifications

Manual, Power Cord

Support (SP 421)

Roller set for support (SR 421)

Working Table (OTST 421)

Rolloflux (RL 421)

Wall socket fused 16 Amp. Max.

IP20

2006/95/EC

2004/108/EC

< 2,5 m/s2

< 85 dB(A)

230 V +/- 10%

50/60 Hz

PE / PP

max. width 420 mm

min. 2x20 / max. 2x150 micron

Impuls sealing system

420 mm

AUDION ELEKTRO

Codes:

Operation:

manually operated

680 x 270 x 300 mm

570 x 200 x 250 mm

Product name

less educated

secundary educated

General:

none

Operational specifications:

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

on working table

Packaging specifications:

Seal specifications:

unlimited

n.a.

Do not use in explosive environment

Use in well ventilated area

tubular film on the roll / prefabricated bags

n.a.

Ergonomic specifications:

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

Flat sealing wire

Sealing bar configuration

Accessories

Normen:

Elektrical specifications:

Accessories:

EN-ISO 12100

EN 1037+A1

EN-IEC 60204-1

1 Phase

Earthed



Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code 521 MG-2 521 MGI-2

SEALMASTER SEALMASTER 

MAGNETA 521 230 V MAGNETA IND. 521 230 V

Carton code

EAN code 8718444491156 8718444491163

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) ± 15 kg ± 15 kg incl. packaging

Net weight (Kg) ± 13 kg ± 13 kg excl. packaging

Colour RAL 7035 RAL 7035

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.) max. 8 cycles/minute max. 10 cycles/minute

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm) 3 mm 5 mm

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

Sealing bar configuration

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt) 500 W 700 W

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

Accessory set (AS 521 MG)

single sealbar at bottom side

EN 1037+A1

EN-IEC 60204-1

Accessories:

Manual, Power Cord

Accessories Support (SP 521)

Roller set for support (SR 521)

Working Table (OTST 521)

Rolloflux (RL 521)

Earthed

Normen:

IP20

2006/95/EC

2004/108/EC

EN-ISO 12100

Elektrical specifications:

230 V +/- 10%

50/60 Hz

1 Phase

Wall socket fused 16 Amp. Max.

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

520 mm

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

n.a.

max. width 520 mm

min. 2x20 / max. 2x150 micron

unlimited

n.a.

Seal specifications:

Impuls sealing system

on working table

Do not use in explosive environment

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

none

Operational specifications:

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

780 x 270 x 300 mm

670 x 200 x 250 mm

Operation:

manually operated

less educated

secundary educated

AUDION ELEKTRO

Product Specifications

MAGNETA - 521 MG

Codes:

Product name

General:



Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code 621 MG-2 621 MGT-2 621 MGI-2 621 MGS-2

SEALMASTER SEALMASTER SEALMASTER SEALMASTER 

MAGNETA 621 230 V MAGNETA 621-TWIN 230 V MAGNETA 621-IND 230 V MAGNETA 621 RVS 230 V

Carton code

EAN code 8718444491217 8718444491378 8718444493631 8718444491330

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) ± 21 kg ± 24 kg ± 23 kg ± 21 kg excl. packaging

Colour RAL 7035 RAL 7035 RAL 7035 stainless steel

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.) max. 8 cycles/minute max. 8 cycles/minute max. 10 cycles/minute max. 8 cycles/minute

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm) 3 mm 3 mm 5 mm 3 mm

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

single sealbar double sealbar single sealbar single sealbar

at bottom side at bottom side at bottom side at bottom side

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt) 750 W 1450 W 1150 W 750 W

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

Accessory set (AS 621 MG)

EN-IEC 60204-1

Accessories:

Manual, Power Cord

Accessories Support (SP 621)

Roller set for support (SR 621)

Working Table (OTST 621)

Rolloflux (RL 621)

Normen:

IP20

2006/95/EC

2004/108/EC

EN-ISO 12100

EN 1037+A1

230 V +/- 10%

50/60 Hz

1 Phase

Wall socket fused 16 Amp. Max.

Earthed

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

Elektrical specifications:

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

n.a.

Sealing bar configuration

min. 2x20 / max. 2x150 micron

unlimited

n.a.

Seal specifications:

Impuls sealing system

620 mm

Do not use in explosive environment

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

max. width 620 mm

none

Operational specifications:

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

on working table

880 x 270 x 300 mm

770 x 200 x 250 mm

Operation:

manually operated

less educated

secundary educated

AUDION ELEKTRO

Product Specifications

MAGNETA - 621 MG

Codes:

Product name

General:



Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code

Product name

Carton code

EAN code

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) excl. packaging

Colour 

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.)

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm)

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

Sealing bar configuration

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt)

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

AUDION ELEKTRO

Product Specifications

MAGNETA - 721 MGI

Codes:

721 MGI-2

SEALMASTER MAGNETA IND. 721 230 V

8718444491392

General:

980 x 270 x 300 mm

870 x 200 x 250 mm

± 20 kg

± 18 kg

RAL 7035

Operation:

manually operated

less educated

secundary educated

none

Operational specifications:

max. 10 cycles/minute

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

on working table

Do not use in explosive environment

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

max. width 720 mm

min. 2x20 / max. 2x150 micron

unlimited

n.a.

Seal specifications:

Impuls sealing system

720 mm

5 mm

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

n.a.

single sealbar at bottom side

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

Elektrical specifications:

230 V +/- 10%

50/60 Hz

1 Phase

900 W

Wall socket fused 16 Amp. Max.

Earthed

Normen:

IP20

2006/95/EC

2004/108/EC

EN-ISO 12100

EN 1037+A1

EN-IEC 60204-1

Accessory set (AS 721 MG)

Accessories:

Manual, Power Cord

Accessories Support (SP 721)

Roller set for support (SR 721)

Working Table (OTST 721)

Rolloflux (RL 721)



Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code

Product name

Carton code

EAN code

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) excl. packaging

Colour 

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.)

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm)

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

Sealing bar configuration

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt)

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

Polylock for MGI 821 (PL 821)

Accessories:

Manual, Power Cord

Accessories Support (SP 821)

Roller set for support (SR 821)

Working Table (OTST 821)

Rolloflux (RL 821)

IP20

2006/95/EC

2004/108/EC

EN-ISO 12100

EN 1037+A1

EN-IEC 60204-1

1450 W

Wall socket fused 16 Amp. Max.

Earthed

Normen:

Elektrical specifications:

230 V +/- 10%

50/60 Hz

1 Phase

n.a.

single sealbar at bottom side

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

820 mm

5 mm

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

max. width 820 mm

min. 2x20 / max. 2x200 micron

unlimited

n.a.

Seal specifications:

Impuls sealing system

on working table

Do not use in explosive environment

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

none

Operational specifications:

max. 10 cycles/minute

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

± 28 kg

RAL 7035

Operation:

manually operated

less educated

secundary educated

8718444492887

General:

1080 x 265 x 300 mm

970 x 200 x 250 mm

± 30 kg

AUDION ELEKTRO

Product Specifications

MAGNETA - 821 MGI

Codes:

821 MGI-2

SEALMASTER MAGNETA 821-IND 230 V



Code: PRS MG serie

Revisie: rev. 06

Datum: 14-1-2016

Auteur: C. Stoffers

Opmerkingen:

Article code

Product name

Carton code

EAN code

Dimensions: L x W x H (mm) (Gross) incl. packaging

Dimensions: L x W x H (mm) (Net) excl. packaging

Gross weight (Kg) incl. packaging

Net weight (Kg) excl. packaging

Colour 

General

Operator

Maintenance personel

personal protective equipment

Max. capacity (packaging p/min.)

Min./max. environment temperature (°C) 

Min./max. humidity (%)

Maximum altitude

fixation

Explosion safety

Ventilation

Film

Material

Max. film roll dimensions (mm)

Min./max. film thickness (µm)

Min./max. bag length (mm)

Min./max. flap length (mm)

Type

Min./max. seal length (mm)

Min./max. seal width (mm)

Min./max. Operating temperature (°C) 

Max. seal temperature

Min./max. sealing time(sec.)

Min./max. cooling time (sec.)

Min./max. sealpressure (Newton)

Sealing bar configuration

Sealing wire /bar model

Vibration

Sound (dB)

Physical strain

Supply Voltage (Volt)

Frequency supply voltage (Herz)

Number of Phases

Rated Power (Watt)

Maximum Power (Watt)

Standby Power (Watt)

Fuses

Connection requirements

Protective earth

IP rating

Low Voltage Directive

EMC Directive

Standards (ISO/IEC/EN/NEN)

Included Parts:

Options

AUDION ELEKTRO

Product Specifications

MAGNETA - 1021 MGI

Codes:

1021 MGI-2

SEALMASTER MAGNETA 1021-IND 230 V

8718444492931

General:

1280 x 270 x 300 mm

1170 x 200 x 250 mm

± 35 kg

± 33 kg

RAL 7035

Operation:

manually operated

less educated

secundary educated

none

Operational specifications:

max. 10 cycles/minute

+5 - +40 gr.Celsius

30% . . . 95% rel. (without condensing)

max. 2000 m. above sea level

on working table

Do not use in explosive environment

Use in well ventilated area

Packaging specifications:

tubular film on the roll / prefabricated bags

PE / PP

max. width 1020 mm

min. 2x20 / max. 2x200 micron

unlimited

n.a.

Seal specifications:

Impuls sealing system

1020 mm

5 mm

n.a.

0,0 - 3,0 sec.

0,0 - 3,0 sec.

n.a.

single sealbar at bottom side

Flat sealing wire

Ergonomic specifications:

< 2,5 m/s2

< 85 dB(A)

Elektrical specifications:

230 V +/- 10%

50/60 Hz

1 Phase

1250 W

Wall socket fused 16 Amp. Max.

Earthed

Normen:

IP20

2006/95/EC

2004/108/EC

EN-ISO 12100

EN 1037+A1

EN-IEC 60204-1

Polylock for MGI 1021 (PL 1021)

Accessories:

Manual, Power Cord

Accessories Support (SP 1021)

Roller set for support (SR 1021)

Working Table (OTST 1021)

Rolloflux (RL 1021)


